
1) Include in this routine a modification with the objective of customizing the structure of the iCUSTOM command that makes it possible to change the properties of an external indicator.
2) There must be a variable where it is possible to insert the parameters to be changed in the external indicator. We suggest a STRING variable with values separated by “_”. The routine must be able to identify the amount of values and assign them to the iCustom command command.
3) The functions after alteration must be able to generate personalized signals according to the parameters of the STRING variable that we can suggest name INDICATOR_PROPERTIES.

String Indicador = “My Indicator”;
Int BufferBuy1 = 0;
int BufferSell1 = 1;



bool SignalBuy(int shift)
  {

   double SignalBuy1=iCustom(NULL, PERIOD_CURRENT, IndicatorName1, BufferBuy1, shift);

// Retorne verdadeiro se a condição for atendida
   if(SignalBuy1 != 0 && SignalBuy1 != EMPTY_VALUE)
      return true;

// Retorne falso se a condição não for atendida
   return false;
  }

//+------------------------------------------------------------------+
//|                                                                  |
//+------------------------------------------------------------------+
bool SignalSell(int shift)
  {
// Insira o código MQL4 aqui
   double SignalSell1= iCustom(NULL, PERIOD_CURRENT, IndicatorName1, BufferSell1, shift);

// Retorne verdadeiro se a condição for atendida
   if(SignalSell1 != 0 && SignalSell1 != EMPTY_VALUE)
      return true;

// Retorne falso se a condição não for atendida
   return false;
  }
