


Project : Modifying 2 pre-made indicators as I described

I have a request of modifying functions in 2 pre-made indicators.
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1. Update old code, please.


2. Remove v2, please.
Current v2 buffer is not necessary, so I hope you to remove v2 buffer in data window, and also
in the code.


3. ISM (Inherit State Mode) of v1
  v3 is for ISM of v1
  1. v1 <= 50.0 on the 1st previous candle
&&
2. v1 > 50.0 on current candle

Then, v3 (new buffer) will show v1 value continuously till below condition happened

 1. v1 >= 50.0 on the 1st previous candle
 &&
 2. v1 < 50.0 on current candle


Shortly speaking, new buffer v3 will show value (bigger than 50.0) or value (less than 50.0) repeatedly and continuously till opposite condition happened.

Finally new indicator will have buffers as followings below.
v1          ** same as before
v2          ** previous v3
v3          ** new buffer of v1 ISM


4. I need “Max Bars” function
  Max Bars               500



File name of a new indicator will be “OIH_SchaffTrendCycle_v1.0”.





Below is for 2nd request.
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1. Update old code, please.


2. Update v3 (DSS Down) buffer, please.
When blue dot happened, it shows un-known numerical values in v3 of data window.
Instead of un-known numerical value, fill out “0.0000” (4 decimals) in v3 when blue dot
 happened, please.


3. Remove red dots at bottom, please.
  When blue dot happened, it shows red dot at bottom and this red dot at bottom is useless
  because it shows just a mirror of blue dot.


4. I need “Max Bars” function
  Max Bars               500



File name of a new indicator will be “OIH_DSS_Bressert_v1.0”.





Requirement(s)
∙ It should work properly as I described.
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