


Project : Modifying 1 pre-made indicator(s) as I described

I have a request of modifying functions in 1 pre-made indicator.
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1. Update code, please.


2. Change buffers order, please
Current       New
v1          v2
v2          v1


3. Remove un-necessary options in parameter, please.
I don’t know exactly if new indicator works properly without “ModeOnline”, “ModeinFile”, “GV” and “UrovenSignal” to work properly.
If above functions are not necessary to work properly, then remove the functions, please.
And I think “Len” means “Period” but I’m not sure of, change “Len” with “Period” if it is right.


4. Showing values on current candle, not on the 1st previous candle as now
Current indicator shows current values on the 1st previous candle.
I hope new indicator to show current values on current candle if possible.
And I hope you to check if how many bars are necessary to have fixed values.


5. I need “MaxBars” function (500 as default setting).
  MaxBars     500



Finally new indicator will have buffers in data window and parameter options as followings below.
In data window
v1 OIH_PeakRepainter   1.12345
v2                     1.12345


In parameter
Variable            Value
Period             150
ModeHL           False
ModeHistory       True
UrovenSignal       25.0     ** Not sure if it is necessary to work
MaxBars           500



File name of a new indicator will be “OIH_PeakRepainter_v1.0”.





Requirement(s)
∙ It should work properly as I described.
- 1 -

image1.png




