


Project : Modifying 1 pre-made indicator(s) as I described

I have a request of modifying functions in 1 pre-made indicator.
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1. Update code, please.


2. Fill out blanks with “0.00000” (5 decimals) in data window, please.


3. I need “MaxBars” function in parameter option.
   MaxBars   500
 

4. Change arrows position, please
Current indicator shows Up / Down arrows on the 1st previous candle and values are not fixed yet.
I hope you to change the position of arrows and their values on the 1st previous candle with their positions and values on current candle.


5. Arrange buffers order, please
Current            Future
v1 Upper Band   Same 
v2 Lower Band   Middle Line
v3 Up Arrow     Lower Line
v4 Down Arrow   Up Arrow
v5 Middle Line   Down Arrow

And I hope you to have buffers in order to use buffers in order likely as 0, 1, 2, 3 in any system.


6. I need ISM values of Up / Down arrows as v6 and v7
v6 Up Arrow ISM is for ISM value of Up arrow, and “v6 Up Arrow ISM” will show Up arrow value continuously till Down arrow happened, and it will show “v7 Down Arrow ISM == 0.00000” at this time.
v7 Down Arrow ISM is for ISM value of Down arrow, and “v7 Down Arrow ISM” will show Down arrow value continuously till Up arrow happened, and it will show “v6 Up Arrow ISM == 0.00000” at this time.


Finally new indicator will have buffers in data window and parameter options as followings below.
In data window,
v1 Upper Band
v2 Middle Line
v3 Lower Line
v4 Up Arrow
v5 Down Arrow
v6 Up Arrow ISM
v7 Down Arrow ISM


In parameter,
Variable           Value
MoveShift         12
MAPeriod          9
OsMA             3
Dist2              20
Std                0.4
BPeriod            20
MaxBars           500



File name of a new indicator will be “OIH_MA_Bands_v1.0”.





Requirement(s)
∙ It should work properly as I described.
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